


All India Shri Shivaji Memorial Society’s
Institute of Information Technology, Pune-01
Department of Electronics & Telecommunication Engineering
Purchase Requirement of E&TC Department 
Year 2011-2012
EQUIPMENT REQUIREMENT
Terms & Conditions :
1. The prizes should be inclusive of all Taxes (VAT, Octroi, P&F, Transport, etc)
2. All vendors should give demonstration to the respective departments of their items
before the negotiation meeting.
3. Quotations must be as per given specifications. If they are not as per the
specifications, they will not be considered.
4. Sealed quotations should be submitted to the institute within fifteen (15) days from
the display of list on web site.
5. Clearly mention the name of the department on the sealed envelopes.

	B.E.-TELE-COMMUNICATION 

	Sr. No.
	Name of Equipment
with specification
	Quantity Required

	1
	PSTN switch configurations        ( T/S/T switch)
	01

	2
	Study of CDMA Trainer
	01

	3
	Study of Mobile Phone Trainer
	01

	4
	VOIP Trainer Kit
	01

	5
	3G Mobile Trainer kit
	01



	B.E.-OPTICAL FIBER COMMUNICATION

	Sr. No.
	Name of Equipment with specification
	Quantity Required
	
	
	
	

	6
	Fiber Optics Training System 
 Transmitter : 01 no, Fiber Optic LED having peak wave length of emission 660 nm 
Receiver:01no,Fiber-Optic Photodetector. 
Modulation Techniques : 1. AM 2. FM 
3. PWM 
Drivers : 01 provided with Analog & Digital modes 
 PLL Detector : 01 
 Comparator : 01 
Filters : 4th Order Butterworth Low Pass Filter with 3.4 KHz cut off frequency. 
Analog Bandwidth : 
350 KHz 
Digital Bandwidth : 2.5 MHz 
Function Generator:
1.1Hz Sinewave (amplitude adjustable) 
2. 1 KHz Square Wave (TTL) 
Voice Link : Fiber Optic Voice Link using microphone & speaker (built - in) 
Switched Faults : 08 nos. viz., 4 in transmitter & 4 in receiver section 
Fiber Optic Cable : 02 nos. of different lengths (1meter & 5 meter with Standard SMA type Connector) 
 Cable Type : Step indexed multimode PMMA plastic FO cable 
Test Points :should be provided 
Interconnections :should be provided by sockets & Patch Cords 
 Power Supply : 230 ± 10% V AC, 50 Hz, 1 phase 
Accessories Include : a. Detailed Instruction Manual consisting 
Student workbook & operating manual containing theory of Fiber Optics Technology, Experiments and Glossary of F. O. terms 
b. NA measurement jig 
c. Mandrel
d. 02 Fiber Optic Cables of different lengths (1meter & 5 meter with 
Standard SMA type Connector) Analog & Digital Communication, NA& Fiber Loss)
	04
	
	
	
	

	7
	Optical Power Meter
Detector : Silicon Detector 
• Range : 0 dBm to -60 dBm 
• Display : 3.5 digit, 12 mm LCD 
• Wavelength : 660 & 950 nm (selectable) 
• Connector : SMA 
• Accuracy : + / - 1 dB m + 1digit 
• Power : 9V Battery 
	01
	
	
	
	

	8
	Optical Time Domain Reflectometer
	01
	
	
	
	

	9
	Optical Detector Characteristics
	01
	
	
	
	

	10
	To plot the electrical and optical characteristics of different light sources
	02
	
	
	
	



